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Software License Agreement

Before opening this product, read the software license agreement (hereinafter referred to as “Agreement”). 
This Agreement applies to the PC software that comes with this product (hereinafter referred to “Software”). 
By using this software, you are deemed to have agreed to the terms of this Agreement. You may not use this 
software if you do not agree to the terms of this Agreement.
If you do not agree to the terms of this Agreement, please return your product in the original, unused condition, 
and IAI will refund the price you paid for the product.

IAI Corporation (hereinafter referred to as “IAI”) shall grant to the user (hereinafter referred to as “the User”), 
and the User shall accept, a non-transferable, non-exclusive right to use the software program supplied with this 
Agreement (hereinafter referred to as “the Licensed Software”), based on the following terms and conditions.

1. Term of Agreement
This Agreement shall take effect when the User opens this software and remain effective and in force until 
this Agreement is terminated upon a written request made by the User to IAI or pursuant to the provision of 
Section 3.

2. Right of Use
The User may use this software on a computer on the condition that an external equipment communication 
cable manufactured and sold by IAI (hereinafter referred to as “Dedicated Connection Cable”) is used. 
The User or a third party may use this software on multiple computers on the condition of using dedicated 
connection cables.

3. Termination of Agreement
If the User violates any of the provisions specified in this Agreement or any material reason arises that 
makes continuation of this Agreement difficult, IAI may terminate this Agreement immediately without serving 
any notice.
If this Agreement is terminated, the User shall destroy this software, dedicated connection cable or cables, 
and all copies of this software, within ten (10) days from the date of termination of this Agreement.

4. Scope of Protection
IAI may change any and all specifications regarding this software without prior notice. IAI shall also provide 
no warranty in connection with this software. 
Neither the User nor any third party may demand compensation for any loss suffered by the User or third 
party as a result of use of this software by the User or third party.

Witnesseth



Supported Models

The table below lists the supported models.

List of Supported Models
Controller model

PMEC
AMEC
ERC3*1

* 1 ERC3 is available only in MEC mode.
  It cannot be used in CON mode.
ERC3 is applicable for version V2.00.00.00 and later.



Notes

[1] All copyrights to or in this software belong to IAI Corporation.  

[2] The software and the manual can only be used upon the software license agreement.

[3] IAI shall assume no responsibility whatsoever for any outcome of using this software and manual.  

[4] The version number or edition specified on the cover of this manual has no correlation at all with the 
version number of the software.  

[5] Contents of this software are subject to change without prior notice.  

[6] This software runs on the Windows operating systems listed in the table below. Accordingly, one 
precondition for users of this software is that they can perform basic Windows operations. (Note that this 
software does not come with any Windows operating system.)  

Port used Compatible Windows operating systems 

USB Windows 2000*1, Windows XP*2

Windows Vista*3, Windows 7*3

*1 SP4 or higher 
*2 SP2 or higher 
*3 Supported on version V1.01.00.00 or later. 

Microsoft, MS, Windows, Windows 2000, Windows XP, Windows Vista, Windows 7, Microsoft .NET Framework 2 
and Microsoft Windows Installer 3.0 are registered trademarks of Microsoft Corporation. 

Copyright 2010. May. IAI Corporation. All rights reserved.





9. Alarm Display............................................................................................................................201

9.1 Alarm Display upon Generation of Alarm.................................................................................. 201

9.2 Alarm History............................................................................................................................. 202
9.2.1 Displaying the Alarm History ............................................................................................. 203
9.2.2 Saving the Alarm History................................................................................................... 204
9.2.3 Printing the Alarm History ................................................................................................. 205

10. Displaying the Version Information ...........................................................................................206

11. Backup......................................................................................................................................207

13. Term Search Function...............................................................................................................214

14. Displaying the Table of Contents (Overall Flow).......................................................................215

15. Displaying the Function Details of the MEC Controller Operation Panel..................................216

16. Appendix...................................................................................................................................218

Change History ................................................................................................................................221

12. Set Clock......................................................................................................................................213





1



2



3



4



5



6



7



8



9



10



11



12



13



14



15



16



17



18



19



20



21



22



23



24



25



26



27



28



29



30



31



32



33



34



35



36



37



38



39



40



41



42



43



44



45



46



47



48



49



50



51



52



53



54



55



56



57



58



59



60



61



62



63



64



65



66



67



68



69



70



71



72



73



74



75



76



77



78



79



80



81



82



83



84



85



86



87



88



89



90



91



92



93



94



95



96



97



98



99



100



101



102



103



104



105



106



107



108

[4] Check if the Auto lamp on the MEC controller is illuminating in green. If you see a steady green light, you
are now ready to connect the MEC PC software and MEC controller.

[5] Click [Connect to MEC Controller].
Connection of the PC and MEC controller is started and the message “The PC is connecting to MEC
controller…” appears.
Clicking [Cancel] cancels the connection. Even if the connection is cancelled, the screen will not change.

PC and MEC Controller Connection Screen

PC and MEC Controller Connection Screen

For version V2.00.00.00 and later, the display shows “Retrieving connection information” while obtaining 
the connected axis numbers from the controller and [Connect to MEC Controller] button turns invalid.
After the axis numbers are obtained, [Connect to MEC Controller] button turns back valid.
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3. What You Can Do with the MEC PC Software
(Operations from the Main Menu)

Select the items appropriate for the purpose in the main menu.

For ERC3, [MEC Controller Operation Panel Function Details] button is not shown since 
there is no explanation for the “operation panel function details”.
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9.2.1 Displaying the Alarm History

[1] Click the [Alarm History] tab. The alarm history appears.
The last detected warning code, 16 most recent alarm codes and addresses where a runtime error
generated (for use in the manufacturer’s investigation), detailed codes and times when warnings/alarms
generated are displayed.
(Note) A power ON log entry (no error) indicates that the controller power was turned on. This is not an

error. The time of generation indicates an elapsed time after this power ON log entry (no error).

Clicking [Refresh] refreshes the display to the latest information.
Clicking [Clear] clears the history.

Display When ERC3 PIO Converter (Option) is Used
For ERC3 PIO Converter, the time when an alarm is issued is displayed.

AMEC and PMEC Display
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10. Displaying the Version Information
To display the version information, click [Maintenance] on the menu screen.

Click the [Version Information] tab. The versions of your MEC PC software, controller, etc., are displayed.

The contents of display for ERC3 differ from those of PMEC and AMEC.
Axis number is displayed on the controller.
There is no display of the version on MEC Panel Board.
The version of PIO converter is displayed.

AMEC and PMEC Display
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12. Set Clock

(Note) Clock setting is available only for ERC3 PIO Converter. (Version V2.00.00.00)

To set the clock information, click [Maintenance] in Menu Window. 

Click on [Set Clock] tab. The window for clock setting appears.

1)  Date Setting: Click on the date and the calendar appears. The date can directly be input with the 
        numeral keys in the calendar display window. It is also available to click on a date on the 
   calendar to select.

 2 Time Setting: Click on either hour, minute or second to shade it in blue. Shaded number can directly be 
           set with numeral keys.

3)  Click [Set] and the changes to the date and time are set to the controller. 
(Note) Click [Sync with PC] and the date and time information of the PC is set to the controller.
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13. Term Search Function
Clicking a desired text with a blue underline on each screen opens the “Glossary” screen.
You can also access the “Glossary” screen by clicking [Glossary] on the main menu screen.

[Glossary]
Move the mouse cursor to an appropriate group in the term selection area and click the term you want
to check. An explanation of the selected term is displayed.
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14. Displaying the Table of Contents (Overall Flow)
To display the Table of Contents (Overall Flow), click [Table of Contents (Overall Flow)] in the Main Menu.

The table of contents (overall flow) appears.
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15. Displaying the Function Details of the MEC Controller Operation Panel
To display the details of the MEC controller operation panel functions, click [Function Details of Oeration
Panel] in the Main Menu.

The function details of the MEC controller operation panel are displayed over three pages. Click [Next] to
display the next page.

(Note) For ERC3, there is no operation panel function detail display.
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16. Appendix
How to Initialize the Parameters (to Their Factory Defaults)
The parameters can be reset to their factory defaults according to the procedure specified below.
(Version 1.00.05.00 or later)

Caution:
This should be the last resort when an alarm cannot be reset by resetting the software or turning on/off the power.
Take note that initializing the parameters (to their factory defaults) restores the factory set parameters by
discarding all changes you have made to the parameters.

Click [Maintenance] on the menu screen.

[1] The maintenance screen appears.
Click the [Parameter] tab. The parameter screen appears.
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Change History

March 2010 First edition

Added methods to start the installer when “ZIP file was downloaded” and 
“Self-extracting file was downloaded.”

May 2010 Third edition
Added an operation flow for each menu in 3.1, 3.2 and 3.3.
Changed operations in 8, “Editing Parameters.”
Added 9.1, “Alarm Display upon Generation of Alarm.”
Added 9.2.2, “Saving the Alarm History.”
Added 9.2.3, “Printing the Alarm History.”
Added 10, “Displaying the Version Information.”
Added 11, “Backup.”
Added 13, “Displaying the Table of Contents (Overall Flow).”
Added 14, “Displaying the Function Details of the MEC Controller
Operation Panel.”
15, “Appendix”

July 2010 Fourth edition
Added 1.2.3, "How to Install the Software/Uninstall the USB Driver on a PC
Running Windows Vista."
Added 1.2.4, "How to Install the Software/Uninstall the USB Driver on a PC
Running Windows 7."

March 2010 Second edition P9 to 38

August 2011 Fifth edition
Change in software license agreement.

Revision Data Description of Revision

September 2011
ERC3 added to supported model
Pg. 108, 111, 203, 206, 213 and 216
The contents of ERC3 are added.

Sixth edition
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