
Manual No.: ME0197-1A

ICSPA2-B1L H

Configuration
direction: 1

(Range of operation)

Constituent axis

X-axis

Y-axis

Model

LSA-W21SS-I-400- (stroke) -T2-L-�

ISPA-MYM-I-200-20- (stroke) -T2-AQ

ICSPA3-B1L HB3H  (M) 

LSA-W21SS-I-400- (stroke) -T2-L-�
ISPA-MYM-I-200-20- (stroke) -T2-AQ
ISPA-MXM-I-200-20<10>- (stroke) -T2-AQ-B

Configuration direction: 1

(Range of operation)

LSA-W21SM-I-400- (stroke) -T2-L-NT1

ISPA-MYM-I-200-20- (stroke) -T2-AQ

ISPA-MYM-I-200-20- (stroke) -T2-AQ

[1] XY
bracket

ICSPA3-B1L HS3M

LSA-W21SS-I-400- (stroke) -T2-L-�
ISPA-MYM-I-200-20- (stroke) -T2-AQ
ISPA-MZM-I-200-10- (stroke) -T2-AQ-B-NM

LSA-W21SM-I-400- (stroke) -T2-L-NT1

ISPA-MYM-I-200-20- (stroke) -T2-AQ

ISPA-MYM-I-200-20- (stroke) -T2-AQ

ISPA-MXM-I-200-20<10>- (stroke) -T2-AQ-B

ISPA-MXM-I-200-20<10>- (stroke) -T2-AQ-B 

ICSPA4-B2L  1  H

Configuration direction: 1

LSA-W21SM-I-400- (stroke) -T2-L-NT1

ISPA-MYM-I-200-20- (stroke) -T2-AQ

ISPA-MYM-I-200-20- (stroke) -T2-AQ

ISPA-MZM-I-200-10- (stroke) -T2-AQ-B-NM

ISPA-MZM-I-200-10- (stroke) -T2-AQ-B-NM

Configuration
direction: 1

ICSPA6-B2L  1  HB3H  (M) ICSPA6-B2L  1  HS3M

X-axis Linear Servo Type Cartesian Robot – High-precision 2-axis Specification

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z-axis Base Mount

X-axis Linear Servo Type Cartesian Robot – High-precision 4-axis Specification

X-axis Linear Servo Type Cartesian Robot – High-precision 3-axis Specification,
Z-axis Base Mount

X-axis Linear Servo Type Cartesian Robot – High-precision 3-axis Specification,
Z-axis Slider Mount

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z-axis Slider Mount

[Model]
[Model] [Model]

[1] XY configuration directions

[Constituent axes]

[Assembled parts]

[Assembly Procedure] Drawing No.: GMM07-067

[1] XY configuration direction

[1] XY bracket [2] Guide rail [3] Cable track

[4] Connector box [5] Connector cover

[7] Joint cover

[6] Box cover

[8] Grommet with film [9] Controller-actuator
cable with cable fix cap

[10] Metal cover

(Range of operation)

(Range of operation)

Configuration
direction: 2

Configuration
direction: 3

Configuration
direction: 4

(Reverse of 1)

(Reverse of 3)(Y-axis installed
on opposite side)

(Range of operation)

(Range of operation)

Configuration
direction: 2

Configuration
direction: 3

Configuration
direction: 4

(Range of operation)

(Range of operation) (Range of operation)

(Reverse of 1)

(Reverse of 3)(Y-axis installed
on opposite side)

Configuration
direction: 1

(Range of operation)

Configuration
direction: 2

Configuration
direction: 3

Configuration
direction: 4

(Range of operation)

(Range of operation) (Range of operation)

(Reverse of 1)

(Reverse of 3)(Y-axis installed
on opposite side)

Constituent axis

X-axis

Y1-axis

Model

[Model]

[1] XY configuration directions

[Constituent axes]

[Assembled parts]

[Assembly Procedure] Drawing No.: GMM07-070

[1] XY configuration direction

Y2-axis

[1] XY bracket [3] Guide rail[2] XY bracket

[4] Cable track [5] Connector cover

[8] Grommet with film [9] Controller-actuator
cable with cable fix cap

[10] Metal cover

[7] Wiring box cover

[6] Wiring box bracket

Constituent axis

X-axis
Y-axis

Model

[1] XY configuration directions

[Constituent axes]

[Assembly Procedure] Drawing No.: GMM07-068

[1] XY configuration direction

H: Z-axis high-speed type
M: Z-axis medium-speed type

[Assembled parts]

Z-axis

[Model]

Constituent axis

X-axis

Y1-axis

Model

[1] XY configuration directions

[Constituent axes]

[Assembly Procedure] Drawing No.: GMM07-071

[1] XY configuration direction

H: Z-axis high-speed type
M: Z-axis medium-speed type

[Assembled parts]

Z2-axis

Y2-axis

Z1-axis

(Range of operation)

Configuration direction: 1

(Range of operation)

Constituent axis

X-axis
Y-axis

Model

[1] XY configuration directions

[Constituent axes]

[Assembly Procedure] Drawing No.: GMM07-069

[1] XY configuration direction

M: Z-axis medium-speed type

[Assembled parts]

Z-axis

[Model]

Constituent axis

X-axis

Model

[1] XY configuration directions

[Constituent axes]

[Assembly Procedure] Drawing No.: GMM07-072

[1] XY configuration direction

M: Z-axis medium-speed type

[Assembled parts]

Y1-axis

Z2-axis

Y2-axis

Z1-axis

[2] Guide
rail

[3] Cable
track 1

[4] Connector
box 1

[5] Connector
cover

[6] Box
cover 1

[7] Joint
cover 1

[8] Grommet
with film

[9] Controller-actuator
cable

with cable
fix cap

[10] Metal
cover

[11] YZ
plate

[12] Track
mounting plate

[13] Track
support bracket

[14] Track
mounting bracket 2

[15] Cable
track 2

[16] Connector
box 2

[17] Box
cover 2

[18] Joint
cover 2

[11] YZ
plate

[12] Track
mounting plate

[13] Track
support bracket

[14] Track
mounting bracket 2

[15] Cable
track 2

[16] Connector
box

[17] Box
cover

[18] Joint
cover

[1] XY
bracket

[2] XY
bracket

[3] Guide
rail

[4] Cable
track 1

[5] Connector
cover

[6] Wiring
box bracket

[7] Wiring
box cover

[8] Grommet
with film

[9] Controller-actuator
cable

with cable
fix cap

[10] Metal
cover

[1] XY
bracket

[2] Guide
rail

[3] Cable
track 1

[4] Connector
box 1

[5] Connector
cover

[6] Box
cover 1

[7] Joint
cover 1

[8] Grommet
with film

[9] Controller-actuator
cable

with cable
fix cap

[10] Metal
cover

[11] YZ
bracket

[12] Track
mounting plate

[13] Track
support bracket

[14] Track
mounting bracket 2

[15] Track
mounting bracket 3

[17] Connector
box 2

[18] Box
cover 2

[19] Joint
cover 2

[16] Cable
track 2

[1] XY
bracket

[2] XY
bracket

[3] Guide
rail

[4] Cable
track 1

[5] Connector
cover

[6] Wiring
box bracket

[7] Wiring
box cover

[8] Grommet
with film

[9] Controller-actuator
cable

with cable
fix cap

[10] Metal
cover

[11] YZ
bracket

[12] Track
mounting plate

[13] Track
support bracket

[14] Track
mounting bracket 2

[15] Track
mounting bracket 3

[17] Connector
box

[18] Box
cover

[19] Joint
cover

[16] Cable
track 2

Either of NT1 (for configurations 1 and 3) or 
NT2 (for configurations 2 and 4) 
comes to � in the model code above.

* Either of NT1 (for configurations 1 and 3) or 
NT2 (for configurations 2 and 4) 
comes to � in the model code above.

* Either of NT1 (for configurations 1 and 3) or 
NT2 (for configurations 2 and 4) 
comes to � in the model code above.

*

X-axis Linear Servo Type Cartesian Robot

Assembly Procedures  First Edition

Thank you for purchasing an IAI product.
Assemble your product correctly by referring to these Assembly Procedures.

LSA (Large Size Linear Servo Actuator) + ISA confi guration unit
No. Number of

confi gured axes Z-axis installation method Model Drawing No.

1 2 axes ICSPA2-B1L□H GMM07-067

2 3 axes Z-axis base mount ICSPA3-B1L□HB3H (M) GMM07-068

3 3 axes Z-axis slider mount ICSPA3-B1L□HS3M GMM07-069

4 4 axes ICSPA4-B2L1H GMM07-070

5 6 axes Z-axis base mount ICSPA6-B2L1HB3H (M) GMM07-071

6 6 axes Z-axis slider mount ICSPA6-B2L1HS3M GMM07-072



 Caution: l  Although each part has been chamfered to remove sharp edges, exercise due caution during 
the assembly to prevent injury. If necessary, wear gloves or other protective gears.

 l  Exercise due caution during the assembly to prevent pinching of hands and fingers.

* This assembly procedure applies to configuration direction 1. If other configuration direction such as 2, 3 or 4 is used, the actuator and bracket directions vary. However, you can still use this assembly drawing as a reference.

Hexagonal bolt M8 40
+ high-tension washer 

(4 sets)

Parallel pin (1 pc or 2 pcs)

Hexagonal socket head bolt 
M8 30

+ high-tension washer 
(4 sets)

Parallel pin (2 pcs)

Y-axis: ISPA

[1] XY bracket

X-axis: LSA
X-axis base, reamed-hole side Track mounting bracket

(Already attached to LSA)

In the case of configuration direction types 2 to 4,
the actuator and bracket directions are different.

(Reverse of 1)

Configuration
direction: 2

(Range of
operation)

Hexagonal socket head bolt M4 10

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Flange socket
(hexagonal socket head type) M4 10

+ hexagonal nut (4 sets)
Hexagonal socket head bolt M4 6

+ hexagonal nut (2 sets)

Hexagonal socket head bolt
M3 3 (4 pcs)

Cable Tie Mount MB1 
(Manufacturer: HellermannTyton) 

+ M3 hex socket flat head cap screw 
 5 pcs (1 set)

Guide the Y-axis actuator 
cables through the hole.

[3] Cable track

[2] Guide rail

[3] Cable track

[4] Connector box
[2] Guide rail

30

100

[4] Connector box

[8] Grommet with film

Track mounting 
bracket

X-axis: LSA

[1] XY bracket

Track mounting bracket

[8] Grommet with film

X-axis motor and encoder 
cables.
Guide the cables to the 
other side through the hole

* Affix cables using Insulok.

[5] Connector cover

Y-axis actuator cable

Track mounting bracket

Affixing positions of guide rail [2],
cable track [3] and connector box [4]

Make a cut in the film on the grommet to put 
through the cables, and then attach it to 
the track mounting bracket.

X axis: Joint of the motor
and encoder cables on 
LSA side and the cable 
connectors coming out of 
the X-axis cable track 
(on the back side)

Make a cross cut.

Align the guide rail [2] surface
with the end face of the base.

Put the X-axis motor and 
encoder cables into the 
box through the opening.

X-axis Linear Servo Type Cartesian Robot – High-precision 2-axis Specification
ICSPA2-BIL□H

[Tools] Allen wrench, spanner wrench

[Installation of X-axis: LSA on XY bracket [1]] [Installation of Y-axis: ISPA on XY bracket [1]] [Installation of X-axis: LSA side of guide rail [2] in the upper T-slot]

[Installation of cable track [3] on track mounting bracket]
[Installation of guide rail [2] for cable track [3] in T-slot][Installation of X-axis: LSA side of connector box [4] in the upper T-slot][Cable Tie Mount Attachment to Track Mounting Bracket]

[[5] Connector cover Attachment to Track Mounting Bracket]

Note: To ensure squareness between the X-axis and Y-axis, insert one parallel pin.
Adjust the angle between the X-axis and Y-axis to the right angle, and then
mount the hexagonal bolts.

1

3

2

4

GMM07-067 1/1Drawing No.

Parallel pin Hexagonal bolt Tightening torque

6h7 15 M8 40mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm

(Y-axis installed
on opposite side)

Configuration
direction: 3

(Range of
operation)

(Reverse of 3)

Configuration
direction: 4

(Range of
operation)

Tightening torque

M3 5mm 15.8kgf cm/154N cm

Hexagonal socket head bolt

Tightening torque

M3 3mm 15.8kgf cm/154N cm

Hexagonal socket head bolt

Tightening torque

M4 6mm 18.0kgf cm/176N cm

Hexagonal socket head bolt Tightening torque

M4 10mm 36.7kgf cm/359N cm

Hexagonal socket head bolt

Tightening torque

M4 10mm 18.0kgf cm/176N cm

Flange socket 
(hexagonal socket head type)

[6] Box cover

[8] Grommet with film

[7] Joint cover

[9] Controller-actuator cable with cable fix cap
[10] Metal cover

Track mounting 
bracket

[4] Connector box

[2] Guide rail

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt

+ hexagonal nut (1 set)
Tie-mount KR5G5 (by HellermannTyton)

+ hexagonal socket head button bolt (1 set)

Thin-head bolt M3 12 (4 pcs)

Hexagonal socket head bolt M3 12 (8 pcs)

[Installation of box cover 1 [6] on connector box [4]]
Tightening torque

M3 12mm 5.51kgf cm/54N cm

Hexagonal socket head bolt

[Installation of tie-mount on track mounting bracket]
[Cable Tie Mount Attachment to T-Slot of [2] Guide Rail]

Tightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button bolt

[Installation of metal cover [10] on track mounting bracket]

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Thin-head bolt

Track mounting bracket

[10] Metal 
       cover

Connector joint 
for Y-axis: ISPA 
M cable and
PG cable 
(LS cable)

Cable connector connection

[4] Connector box

Connector joint for cable inside track
and controller-actuator cable

Make sure the numbers on the connectors 
to be connected match.

Caution: The cables for X-axis (axis 1) and Y-axis (axis 2) are
placed in tracks. Install each cable correctly.
[Cable markings]
 X-axis (axis 1): 1  Y-axis (axis 2): 2

Secure the cables using wraps.

Caution: Secure the wires to prevent the cables and connectors
from contacting each axis when the axis is moved over its
entire stroke.
When manually moving the actuator with brake, connect
the controller, supply the power, and then release the brake
release switch (by turning the switch to the RLS side).

Attach to the upper T-slot.

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.



 Caution:   Although each part has been chamfered to remove sharp edges, exercise due caution during 
the assembly to prevent injury. If necessary, wear gloves or other protective gears.

   Exercise due caution during the assembly to prevent pinching of hands and fi ngers.

* This assembly procedure applies to confi guration direction 1. If other confi guration direction such as 2, 3 or 4 is used, the actuator and bracket directions vary. However, you can still use this assembly drawing as a reference.

X-axis Linear Servo Type Cartesian Robot – High-precision 3-axis Specification,
Z Base Mount
ICSPA3-B1L□HB3H (M)

Track mounting bracket
(Already attached to LSA)

30

100

[Tools]  Allen wrench, spanner wrench1

3

2

5

GMM07-068 1/2Drawing No.

4
[1] XY bracket

Z-axis: ISPA

Y-axis: ISPA

[11] YZ plate
Hexagonal socket head bolt M8 25

+ M8 dedicated washer (4 sets)

Parallel pin (2 pcs)

Parallel pin (1 pc)

Hexagonal socket head bolt M8 30
+ flat washer (4 sets)

[Installation of YZ plate [11] on Y-axis: ISPA]

[Installation of Z-axis: ISPA on YZ plate [11]]

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 25 M8 25mm 306kgf cm/2997N cm

Z-axis: ISPA

[12] Track mounting plate

[13] Track support bracket

[1] XY bracket

Y-axis: ISPA

Hexagonal socket head bolt M4 8 (2 pcs)

Hexagonal socket head bolt M4 16
+ hexagonal nut (2 sets)

Place the M4 hexagonal nut in
the T slot beforehand to secure
the tie-mount in position.

[Installation of track support bracket [13] on XY bracket [1]]

[Installation of track support metal [13] on track mounting plate [12]]

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 16mm 36.7kgf cm/359N cm

[Installation of track mounting bracket 2 [14] on YZ plate [11]]

[Installation of connector box 2 [16] on track mounting bracket 2 [14]]

[16] Connector box 2

[14] Track mounting bracket 2

Y-axis: ISPA

[11] YZ plate

Z-axis: ISPA

Hexagonal socket head bolt M6 15 (2 pcs)

Hexagonal socket head bolt
M4 5 (2 pcs)

Hexagonal socket head bolt Tightening torque

M6 15mm 126kgf cm/1234N cm

Hexagonal socket head bolt Tightening torque

M4 5mm 18.0kgf cm/176N cm

[Installation of X-axis: LSA on XY bracket [1]] [Installation of Y-axis: ISPA on XY bracket [1]]

Note: To ensure squareness between the X-axis and Y-axis, insert one parallel pin.
Adjust the angle between the X-axis and Y-axis to the right angle, and then
mount the hexagonal bolts.

Parallel pin Hexagonal bolt Tightening torque

6h7 15 M8 40mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm

(Reverse of 1)

Configuration
direction: 2

(Range of
operation)

(Y-axis installed
on opposite side)

Configuration
direction: 3

(Range of
operation)

(Reverse of 3)

Configuration
direction: 4

(Range of
operation)

Hexagonal bolt M8 40
+ high-tension washer 

(4 sets)

Parallel pin (1 pc or 2 pcs)

Hexagonal socket head bolt 
M8 30

+ high-tension washer 
(4 sets)

Parallel pin (2 pcs)

Y-axis: ISPA

[1] XY bracket

X-axis: LSA
X-axis base, reamed-hole side

In the case of configuration direction types 2 to 4,
the actuator and bracket directions are different.

Hexagonal socket head bolt M4 10

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Flange socket
(hexagonal socket head type) M4 10

+ hexagonal nut (4 sets)
Hexagonal socket head bolt M4 6

+ hexagonal nut (2 sets)

Hexagonal socket head bolt
M3 3 (4 pcs)

Cable Tie Mount MB1 
(Manufacturer: HellermannTyton) 

+ M3 hex socket flat head cap screw 
 5 pcs (1 set)

Guide the Y-axis actuator 
cables through the hole.

[3] Cable track 1

[2] Guide rail

[3] Cable track 1

[4] Connector box 1
[2] Guide rail

[4] Connector box 1

[8] Grommet with film

Track mounting 
bracket

X-axis: LSA

[1] XY bracket

Track mounting bracket

[8] Grommet with film

X-axis motor and encoder 
cables. 
Guide the cables to the 
other side through the hole

* Affix cables using Insulok.

[5] Connector cover

Y-axis actuator cable

Track mounting bracket

Affixing positions of guide rail [2],
cable track 1 [3] and connector box 1 [4]

Make a cut in the film on the grommet to put 
through the cables, and then attach it to 
the track mounting bracket.

X axis: Joint of the motor 
and encoder cables on 
LSA side and the cable 
connectors coming out of 
the X-axis cable track 
(on the back side)

Make a cross cut.

Align the guide rail [2] surface
with the end face of the base.

[Installation of X-axis: LSA side of guide rail [2] in the upper T-slot]

[Installation of cable track 1 [3] on track mounting bracket]
[Installation of guide rail [2] for cable track 1 [3] in T-slot][Installation of X-axis: LSA side of connector box 1 [4] in the upper T-slot][Cable Tie Mount Attachment to Track Mounting Bracket]

[[5] Connector cover Attachment to Track Mounting Bracket]

Tightening torque

M3 5mm 15.8kgf cm/154N cm

Hexagonal socket head bolt

Tightening torque

M3 3mm 15.8kgf cm/154N cm

Hexagonal socket head bolt

Tightening torque

M4 6mm 18.0kgf cm/176N cm

Hexagonal socket head bolt Tightening torque

M4 10mm 36.7kgf cm/359N cm

Hexagonal socket head bolt

Tightening torque

M4 10mm 18.0kgf cm/176N cm

Flange socket 
(hexagonal socket head type)

Attach to the upper T-slot.



[15] Cable track 2

[14] Track mounting bracket 2

[16]
Connector
box 2

[16] Connector box 2
Z-axis: ISA, etc.

[13] Track support bracket
[1] XY bracket [18] Joint cover 2

[8] Grommet with film

[17] Box cover 2

Hexagonal socket head bolt M4 8 (2 pcs)

Hexagonal socket head bolt
M3 12 (8 pcs)

Hexagonal
socket head

bolt M4 12

Hexagonal socket head bolt
M4 12

+ hexagonal nut (2 sets)

Cable connector connection

Connector joint for
ISPA M cable and
PG cable (LS cable)

[13] Track support bracket

[14] Track mounting bracket 2

[1] XY bracket Track mounting bracket

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt 

M4 6 (2 sets)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt M4 6 (1 set)

Tie-mount KR5G5
(by HellermannTyton)

+ hexagonal socket head button bolt M4 6
+ hexagonal nut (1 set)
Install in the T slot of the Y-axis.

Y-axis: ISPA

Secure the cables using wraps.

Secure the cables using wraps.

Secure the cables using wraps.

ICSPA3-B1L□HB3H (M)

[Installation of tie-mount in track mounting bracket 2 [14]]

[Installation of tie-mount on track support bracket [13]]

[Installation of tie-mount in T slot of Y-axis: ISPA

[Installation of tie-mount on track mounting bracket]

[Installation of box cover 2 [17] on connector box 2 [16]]

[Installation of cable track 2 [15] on track mounting bracket 2 [14]]

[Installation of cable track 2 [15] on XY bracket [1]]

[Installation of cable track 2 [15] on track support bracket [13]]

Z-axis cables X-axis, Y-axis cables

[6] Box cover 1

[8] Grommet with film

[7] Joint cover 1

[9] Controller-actuator cable with cable fix cap
[10] Metal cover

Track mounting 
bracket

[4] Connector box 1

[2] Guide rail

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt

+ hexagonal nut (1 set)
Tie-mount KR5G5 (by HellermannTyton)

+ hexagonal socket head button bolt (1 set)

Thin-head bolt M3 12 (4 pcs)

Hexagonal socket head bolt M3 12 (8 pcs)

Track mounting bracket

[10] Metal 
       cover

Connector joint 
for Y-axis: ISPA 
M cable and
PG cable 
(LS cable)

Put the X-axis motor and 
encoder cables into the 
box through the opening.

[4] Connector box 1

Connector joint for cable inside track
and controller-actuator cable

Make sure the numbers on the connectors 
to be connected match.

[Installation of metal cover [10] on track mounting bracket]

[Installation of tie-mount on track mounting bracket]
[Cable Tie Mount Attachment to T-Slot of [2] Guide Rail]

[Installation of box cover 1 [6] on connector box 1 [4]]

Secure the cables using wraps.

6

8

7
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9

Cable connector connection

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Thin-head bolt

Tightening torque

M4 12mm 36.7kgf cm/359N cm

Hexagonal socket head bolt

Tightening torque

M4 12mm 36.7kgf cm/359N cm

Hexagonal socket head bolt

Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt

Tightening torque

M3 12mm 5.51kgf cm/54N cm

Hexagonal socket head bolt

Tightening torque

M3 12mm 5.51kgf cm/54N cm

Hexagonal socket head bolt

Tightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button bolt

Tightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button bolt

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Caution: Secure the wires to prevent the cables and connectors
from contacting each axis when the axis is moved over its
entire stroke.
When manually moving the actuator with brake, connect
the controller, supply the power, and then release the brake
release switch (by turning the switch to the RLS side).

Caution: The cables for X-axis (axis 1), Y-axis (axis 2) and Z-axis
(axis 3) are placed in tracks. Install each cable correctly.
[Cable markings]
 X-axis (axis 1): 1  Y-axis (axis 2): 2  Z-axis (axis 3): 3

X-axis Linear Servo Type Cartesian Robot – High-precision 3-axis Specification,
Z Base Mount



 Caution:   Although each part has been chamfered to remove sharp edges, exercise due caution during 
the assembly to prevent injury. If necessary, wear gloves or other protective gears.

   Exercise due caution during the assembly to prevent pinching of hands and fi ngers.

* This assembly procedure applies to confi guration direction 1. If other confi guration direction such as 2, 3 or 4 is used, the actuator and bracket directions vary. However, you can still use this assembly drawing as a reference.

ICSPA3-B1L□HS3M

30

100

[Tools]  Allen wrench, spanner wrench1

3

2

5

GMM07-069 1/2Drawing No.

4

[1] XY bracket

Y-axis: ISPA

[11] YZ bracket

Z-axis: ISPA

Parallel pin (2 pcs)

Parallel pin (2 pcs)

Hexagonal bolt M8 35
+ flat washer (4 sets)

Hexagonal socket head bolt M8 40
(4 pcs)

[Installation of YZ bracket [11] on Y-axis: ISPA]

[Installation of Z-axis: ISPA on YZ bracket [11]]

Parallel pin Tightening torque

8h7 18 M8 35mm 117kgf cm/1148N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 40mm 306kgf cm/2997N cm

Hexagonal bolt

Z-axis: ISPA[13] Track support bracket

[12] Track mounting plate

Y-axis: ISPA

[14] Track mounting bracket 2

[11] YZ bracket

[1] XY bracket 

Hexagonal socket head bolt 
M6 12 (2 pcs)

Hexagonal socket head bolt 
M4 8 (2 pcs)

Hexagonal socket head bolt M4 16
+ hexagonal nut (2 sets)

Place the M4 hexagonal nut (1 pc) in the T slot
beforehand to secure the tie-mount in position.

[Installation of track support bracket [13] on XY bracket [1]]

[Installation of track support bracket [13] and track mounting plate [12] on Y-axis: ISPA]

[Installation of track mounting bracket 2 [14] on YZ bracket [11]]

Hexagonal socket head bolt Tightening torque

M6 12mm 126kgf cm/1234N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 16mm 36.7kgf cm/359N cm

[Installation of track mounting bracket 3 [15] on Z-axis: ISPA]

[15] Track mounting bracket 3

Hexagonal socket head bolt 
M8 15 (2 pcs)

Z-axis: ISPA

Hexagonal socket head bolt Tightening torque

M8 15mm 306kgf cm/2997N cm

(Reverse of 1)

Configuration
direction: 2

(Range of
operation)

(Y-axis installed
on opposite side)

Configuration
direction: 3

(Range of
operation)

(Reverse of 3)

Configuration
direction: 4

(Range of
operation)

[Installation of X-axis: LSA on XY bracket [1]] [Installation of Y-axis: ISPA on XY bracket [1]]

Note: To ensure squareness between the X-axis and Y-axis, insert one parallel pin.
Adjust the angle between the X-axis and Y-axis to the right angle, and then
mount the hexagonal bolts.

Parallel pin Hexagonal bolt Tightening torque

6h7 15 M8 40mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm

Hexagonal bolt M8 40
+ high-tension washer 

(4 sets)

Parallel pin (1 pc or 2 pcs)

Hexagonal socket head bolt 
M8 30

+ high-tension washer 
(4 sets)

Parallel pin (2 pcs)

Y-axis: ISPA

[1] XY bracket

X-axis: LSA
X-axis base, reamed-hole side

In the case of configuration direction types 2 to 4,
the actuator and bracket directions are different.

X-axis Linear Servo Type Cartesian Robot – High-precision 3-axis Specification,
Z Slider Mount

Track mounting bracket
(Already attached to LSA)

Hexagonal socket head bolt M4 10

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Flange socket
(hexagonal socket head type) M4 10

+ hexagonal nut (4 sets)
Hexagonal socket head bolt M4 6

+ hexagonal nut (2 sets)

Hexagonal socket head bolt
M3 3 (4 pcs)

Cable Tie Mount MB1 
(Manufacturer: HellermannTyton) 

+ M3 hex socket flat head cap screw 
 5 pcs (1 set)

Guide the Y-axis actuator 
cables through the hole. [3] Cable track 1

[2] Guide rail

[3] Cable track 1

[4] Connector box 1
[2] Guide rail

[4] Connector box 1

[8] Grommet with film

Track mounting 
bracket

X-axis: LSA

[1] XY bracket

Track mounting bracket

[8] Grommet with film

X-axis motor and encoder 
cables.
Guide the cables to the 
other side through the hole

* Affix cables using Insulok.

[5] Connector cover

Y-axis actuator cable

Track mounting bracket

Affixing positions of guide rail [2],
cable track 1 [3] and connector box 1 [4]

Make a cut in the film on the grommet to put 
through the cables, and then attach it to 
the track mounting bracket.

X axis: Joint of the motor 
and encoder cables on 
LSA side and the cable 
connectors coming out of 
the X-axis cable track 
(on the back side)

Make a cross cut.

Align the guide rail [2] surface
with the end face of the base.

[Installation of X-axis: LSA side of guide rail [2] in the upper T-slot]

[Installation of cable track 1 [3] on track mounting bracket]
[Installation of guide rail [2] for cable track 1 [3] in T-slot][Installation of X-axis: LSA side of connector box 1 [4] in the upper T-slot][Cable Tie Mount Attachment to Track Mounting Bracket]

[[5] Connector cover Attachment to Track Mounting Bracket]

Tightening torque

M3 5mm 15.8kgf cm/154N cm

Hexagonal socket head bolt

Tightening torque

M3 3mm 15.8kgf cm/154N cm

Hexagonal socket head bolt

Tightening torque

M4 6mm 18.0kgf cm/176N cm

Hexagonal socket head bolt Tightening torque

M4 10mm 36.7kgf cm/359N cm

Hexagonal socket head bolt

Tightening torque

M4 10mm 18.0kgf cm/176N cm

Flange socket 
(hexagonal socket head type)

Attach to the upper T-slot.



[3] Cable track 1

Hexagonal socket head bolt M4 8
(2 pcs)

Hexagonal socket head bolt M4 12
+ hexagonal nut (2 sets)
Hexagonal socket head bolt M4 12

(2 pcs)

Hexagonal socket head bolt M4 8 (2 pcs)

Hexagonal socket head bolt M4 8 (2 pcs)

Z-axis: ISPA

Y-axis: ISPA

[1] XY bracket
[13] Track support bracket

[14] Track mounting bracket 2

[15] Track mounting bracket 3

[16] Cable track 2

ICSPA3-B1L□HS3M

[Installation of cable track 2 [16] on track mounting bracket 2 [14]]

[Installation of cable track 2 [16] on track mounting bracket 3 [15]]

[Installation of cable track 1 [3] on track mounting bracket 2 [14]]

[Installation of cable track 1 [3] on XY bracket [1]]

[Installation of cable track 1 [3] on track support bracket [13]]

Z-axis cables X-axis, Y-axis cables

Put the X-axis motor and 
encoder cables into the 
box through the opening.

6

8

7
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[6] Box cover 1

[8] Grommet with film

[7] Joint cover 1

[9] Controller-actuator cable with cable fix cap
[10] Metal cover

Track mounting 
bracket

[4] Connector box 1

[2] Guide rail

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt

+ hexagonal nut (1 set)
Tie-mount KR5G5 (by HellermannTyton)

+ hexagonal socket head button bolt (1 set)

Thin-head bolt M3 12 (4 pcs)

Hexagonal socket head bolt M3 12 (8 pcs)

[Installation of metal cover [10] on track mounting bracket]

[Installation of tie-mount on track mounting bracket]
[Cable Tie Mount Attachment to T-Slot of [2] Guide Rail]

[Installation of box cover 1 [6] on connector box 1 [4]]

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Thin-head boltTightening torque

M3 12mm 5.51kgf cm/54N cm

Hexagonal socket head bolt

Tightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button bolt

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Track mounting bracket

[10] Metal 
       cover

Connector joint 
for Y-axis: ISPA 
M cable and
PG cable 
(LS cable)

[4] Connector box 1

Connector joint for cable inside track
and controller-actuator cable

Make sure the numbers on the connectors 
to be connected match.

Cable connector connection

Caution: The cables for X-axis (axis 1), Y-axis (axis 2) and Z-axis
(axis 3) are placed in tracks. Install each cable correctly.
[Cable markings]
 X-axis (axis 1): 1  Y-axis (axis 2): 2  Z-axis (axis 3): 3

[15] Track mounting bracket 3

KR5G5 tie-mount (by HellermannTyton)
+ hexagonal socket head button bolt M4 4 (2 sets) Z-axis: ISPA

[Installation of tie-mount on track mounting bracket 3 [15]]

Tightening torqueHexagonal socket head button bolt

M4 4mm 11.7kgf cm/114N cm

[14] Track mounting bracket 2

[13] Track support bracket

[1] XY bracket

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt M4 4 (1 set)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt 

M4 6 (1 set)

KR5G5 tie-mount
(by HellermannTyton)

+ hexagonal socket head
button bolt M4 4 (2 sets)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt M4 6 (1 set)

Y-axis: ISPA

Install in the T slot of the Y-axis.

Install on the back side.

[Installation of tie-mount on track mounting bracket 2 [14]]

Tightening torqueHexagonal socket head button bolt

M4 4mm 11.7kgf cm/114N cm

[18] Box cover 2

[17] Connector box 2

[8] Grommet with film

[19] Joint cover 2

Hexagonal socket head bolt M4 6
+ hexagonal nut (2 sets)

Hexagonal socket head bolt 
M3 12 (8 pcs)

Connector joint for
ISPA M cable and
PG cable (LS cable)

[Installation of connector box 2 [17] on Z-axis: ISPA]

[Installation of box cover 2 [18] on connector box 2 [17]]

Tightening torqueHexagonal socket head bolt

M3 12mm 5.51kgf cm/54N cm

Tightening torqueHexagonal socket head bolt

M4 6mm 18.0kgf cm/176N cm

[Installation of tie-mount on track support bracket [13]]
[Installation of tie-mount in T slot of Y-axis: ISPA]

Tightening torqueHexagonal socket head button bolt

M4 6mm 11.7kgf cm/114N cm

Z-axis: ISPA
[15] Track mounting bracket 3

Secure the cables using wraps.

Secure the cables using wraps.
Wire the cable in a manner
preventing contact with the Z-axis.

Secure the cables using wraps.

Y-axis: ISPA
[1] XY bracket

Secure the cables using wraps.

Secure the cables using wraps.

[14] Track mounting bracket 2

[13] Track support bracket

Secure the cables using wraps.

Caution: Secure the wires to prevent the cables and connectors
from contacting each axis when the axis is moved over its
entire stroke.
When manually moving the actuator with brake, connect
the controller, supply the power, and then release the brake
release switch (by turning the switch to the RLS side).

Hexagonal socket head bolt Tightening torque

M4 12mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 12mm 36.7kgf cm/359N cm

X-axis Linear Servo Type Cartesian Robot – High-precision 3-axis Specification,
Z Slider Mount



 Caution:   Although each part has been chamfered to remove sharp edges, exercise due caution during 
the assembly to prevent injury. If necessary, wear gloves or other protective gears.

   Exercise due caution during the assembly to prevent pinching of hands and fi ngers.

Hexagonal bolt M8x40
+ high-tension washer

(4 sets)

Parallel pin (1 pc or 2 pcs)

Hexagonal socket head bolt 
M8x30

+ high-tension washer 
(4 sets)

Parallel pin (2 pcs)

Y1-axis: ISPA

[1] XY bracket

X-axis: LSA
X-axis base, reamed-hole side Track mounting bracket

(Already attached to LSA)

Y1-axis: ISPA

X-axis: LSA

Y2-axis: ISPA

[1] XY bracket

Track mounting bracket
(Already attached before delivery)

X1-axis slider side
(base, reamed-hole side)

X2-axis slider side
(base, slotted-hole side)

[2] XY bracket
(different direction)

Hexagonal socket head bolt M4 10 (2 pcs)

Hexagonal socket head bolt M4 10 (2 pcs)

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Y2-axis: ISPA
X-axis: LSA

Y1-axis: ISPA

Track mounting bracket

[3] Guide rail

[4] Cable track

[4] Cable track

[3] Guide rail Track mounting bracket

Y1-axis: ISPA

Y2-axis: ISPA

X-axis: LSA

[8] Grommet with film

Attach to the upper T-slot.

[4] Cable track

[3] Guide rail

Align the guide rail [3] surface with the end 
face of the base. (Same on the other side)

[4] Cable track

[6] Wiring box bracket 

30 30

4343
[3] Guide rail

Affix the wiring box bracket [6] using the holes 
on the inner side, and use the upper T-slot.

X-axis Linear Servo Type Cartesian Robot – High-precision 4-axis Specification
ICSPA4-B2L1H

[Tools]  Allen wrench, spanner wrench

[Installation of cable track [4] on track mounting bracket]
[Installation of guide rail [3] for cable track [4] in T-slot]

Assembly of Y1-axis side

In this assembly procedure, the controller-actuator cable is
taken out from the wiring box in the direction shown above.
The cable can also be taken out in the directions shown below.

Wiring box

* The direction is different on the Y2-axis side. 
Assemble the parts by referring to 
the Y1-axis side.

Note: To ensure squareness between the X-axis and Y-axis, insert one parallel pin.
Adjust the angle between the X-axis and Y-axis to the right angle, and then
mount the hexagonal bolts.

1

3

2
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Tightening torque

M4 10mm 36.7kgf cm/359N cm

Hexagonal socket head bolt

[Installation of guide rail [3] in the upper T slot on X-axis: LSA side]

 [Installation of wiring box bracket [6] in the upper T slot on X-axis: LSA side]

Hexagonal socket head bolt

M4 6mm 18.0kgf cm/176N cm

Hexagonal socket head bolt

Flange socket (hexagonal socket head type) Hexagonal socket head bolt

M4 10mm 18.0kgf cm/176N cm

Affixing positions of guide rail [3], cable track 1 [4] and wiring box bracket [6]

Caution: The cables for Y1-axis side (axes 1 and 2) and Y2-axis side
(axes 3 and 4) are placed in tracks. Install each cable correctly.
[Cable markings]
 Y1-axis side (axes 1 and 2): 1-M, PG, (LS), 2-M, PG, (LS)
 Y2-axis side (axes 3 and 4): 3-M, PG, (LS), 4-M, PG, (LS)

Flange socket (hexagonal socket head type) M4 10
+ hexagonal nut (3 sets)

[6] Wiring box bracket

[3] Guide rail

[9] Controller-actuator cable with
     cable fix cap (for axis 3 or 4)

Flange socket
(hexagonal socket head type)

M4 10
+ hexagonal nut (3 sets)

[3] Guide rail

Hexagonal socket head bolt M4 6
+ hexagonal nut (2 sets)

[9] Controller-actuator cable with
     cable fix cap (for axis 1 or 2)

[Installation of X-axis: LSA on XY bracket [1]] [Installation of Y1-axis: ISPA on XY bracket [1]]

Parallel pin Hexagonal bolt Tightening torque

6h7 15 M8 40mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm
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Put the X-axis motor and encoder cables 
into the box through the opening.

4

6
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Connector connection of cable inside cable track and controller-actuator cable

Installation of wiring box cover [7]

Y1-axis: ISPA

X-axis: LSA

Cable inside track

[4] Cable track

Controller-actuator cable

Cable wiring diagram

Track mounting bracket

[10] Metal cover

Detail view of A

Installation of metal cover [10]

[Installation of metal cover [10] on track mounting bracket]

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Thin-head bolt

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Make sure the numbers on the
connectors to be connected match.

[8] Grommet with film

[6] Wiring box bracket

[7] Wiring box cover Cable inside track

Thin-head bolt M3 4 (6 pcs)

Connector joint for cable inside track
and controller-actuator cable

[Installation of wiring box cover [7] on wiring box bracket [6]]

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Thin-head bolt

Track mounting bracket

[10] Metal cover Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Cable Connector Joints

Hexagonal socket head bolt 
M3 3 (4 pcs) Track mounting bracket

[8] Grommet with film

[5] Connector 
     cover

Track mounting bracket

Detail view of A

Connector connection of ISPA, NS cable and cable inside track

Hexagonal socket head bolt Tightening torque

M3 5mm 15.8kgf cm/154N cm

Hexagonal socket head bolt Tightening torque

M3 3mm 15.8kgf cm/154N cm

Caution: The cables for X-axis slider on 
Y1-axis side (axis 1), Y1-axis (axis 2), 
X-axis slider on Y2-axis side (axis 3)
and Y2-axis (axis 4) are placed in 
tracks.
Install each cable correctly.
[Cable markings]
 X-axis on Y1-axis side (axis 1): 1
 Y1-axis (axis 2)
 X-axis on Y2-axis side (axis 3): 3
 Y2-axis (axis 4)

: 2

: 4

X-axis: LSA

Secure the cables using wraps.

Secure the cables using wraps.

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Caution: Secure the wires to prevent the cables and connectors
from contacting each axis when the axis is moved over its
entire stroke.
When manually moving the actuator with brake, connect
the controller, supply the power, and then release the brake
release switch (by turning the switch to the RLS side).

X-axis: LSA

Track mounting bracket

[3] Guide rail

Tie-mount KR5G5 
(by HellermannTyton)

+ hexagonal socket head bolt 
M4 6 (1 set)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head bolt M4 6

+ hexagonal nut (1 set)

[Installation of tie-mount on track mounting bracket]
[Installation of tie-mount in T slot of guide rail [3]]

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Tightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button bolt

[Installation of tie-mount on track mounting bracket] [Installation of connector cover [5] on track mounting bracket]

Y1-axis:
Connector joint for
ISPA M cable and
PG cable (LS cable)

Y-axis actuator cable

X-axis Linear Servo Type Cartesian Robot – High-precision 4-axis Specification

Cable Tie Mount MB1 
(Manufacturer: HellermannTyton) 

+ M3 hex socket flat head cap screw 
 5 pcs (1 set)

X-axis motor and encoder 
cables.
Guide the cables to the 
other side through the hole

* Affix cables using Insulok.

X axis: Joint of the motor 
and encoder cables on 
LSA side and the cable 
connectors coming out of 
the X-axis cable track 
(on the back side) Make a cut in the film on the grommet to put 

through the cables, and then attach it to 
the track mounting bracket.

Make a cross cut.



 Caution:   Although each part has been chamfered to remove sharp edges, exercise due caution during 
the assembly to prevent injury. If necessary, wear gloves or other protective gears.

   Exercise due caution during the assembly to prevent pinching of hands and fi ngers. ICSPA6-B2L1HB3H (M)

Hexagonal bolt M8 40
+ high-tension washer

(4 sets)

Parallel pin (1 pc or 2 pcs)

Hexagonal socket head bolt M8 30
+ high-tension washer (4 sets)

Parallel pin (2 pcs)

Y1-axis: ISPA

[1] XY bracket

X-axis: LSA
X-axis base, reamed-hole side

Y1-axis: ISPA

X-axis: LSA

Y2-axis: ISPA

[1] XY bracket

X1-axis slider side
(base, reamed-hole side)

X2-axis slider side
(base, slotted-hole side)

[2] XY bracket
(different direction)

Hexagonal socket head bolt M4 10 (2 pcs)

Hexagonal socket head bolt M4 10 (2 pcs)

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Y2-axis: ISPA
X-axis: LSA

Y1-axis: ISPA

Track mounting bracket

[3] Guide rail

[4] Cable track 1

[4] Cable track 1

[3] Guide rail Track mounting bracket

Flange socket
(hexagonal socket head type)

M4 10
+ hexagonal nut (3 sets)

Hexagonal socket head bolt M4 6
+ hexagonal nut (2 sets)

Flange socket (hexagonal socket head type) M4 10
+ hexagonal nut (3 sets)

Y1-axis: ISPA

Y2-axis: ISPA

X-axis: LSA

[8] Grommet with film

[3] Guide rail

[6] Wiring box bracket

[3] Guide rail

[9] Controller-actuator cable with
     cable fix cap (for axis 4, 5 or 6)

[4] Cable track 1

[3] Guide rail 

[4] Cable track 1

[6] Wiring box bracket 

30 30

4343
[3] Guide rail

Affixing positions of guide rail [3], cable track 1 [4] and wiring box bracket [6]

[Tools] Allen wrench, spanner wrench

Tightening torqueHexagonal socket head bolt

[Installation of cable track 1 [4] on track mounting bracket]
[Installation of guide rail for cable track 1 [4] in T-slot]

Assembly of Y1-axis side

In this assembly procedure, the controller-actuator cable is
taken out from the wiring box in the direction shown above.
The cable can also be taken out in the directions shown below.

Wiring box

[Installation of X-axis: LSA on XY bracket [1]] [Installation of Y1-axis: ISPA on XY bracket [1]]

* The direction is different on the Y2-axis side. 
Assemble the parts by referring to 
the Y1-axis side.

Note: To ensure squareness between the X-axis and Y-axis, insert one parallel pin.

1
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Adjust the angle between the X-axis and Y-axis to the right angle, and then
mount the hexagonal bolts.

Parallel pin Hexagonal bolt Tightening torque

6h7 15 M8 40mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm

M4 10mm 36.7kgf cm/359N cm

[9] Controller-actuator cable with
     cable fix cap (for axis 1, 2 or 3)

Caution: The cables for Y1-axis side (axes 1, 2 and 3) and Y2-axis side
(axes 4, 5 and 6) are placed in tracks. Install each cable correctly.
[Cable markings]
 Y1-axis side (axes 1, 2 and 3): 

 Y2-axis side (axes 4, 5 and 6): 

1-M, PG, (LS), 2-M, PG, (LS), 
3-M, PG, (LS)
4-M, PG, (LS), 5-M, PG, (LS), 
6-M, PG, (LS)

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Base Mount

Track mounting bracket
(Already attached to LSA)

Track mounting bracket
(Already attached before delivery)

Attach to the upper T-slot.

Align the guide rail [3] surface with the end 
face of the base. (Same on the other side)

Affix the wiring box bracket [6] using the holes 
on the inner side, and use the upper T-slot.

[Installation of guide rail [3] in the upper T slot on X-axis: LSA side]

 [Installation of wiring box bracket [6] in the upper T slot on X-axis: LSA side]

Hexagonal socket head bolt

M4 6mm 18.0kgf cm/176N cm

Hexagonal socket head bolt

Flange socket (hexagonal socket head type) Hexagonal socket head bolt

M4 10mm 18.0kgf cm/176N cm



ICSPA6-B2L1HB3H (M)

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

[1] XY bracket

Z1-axis: ISPA

Y1-axis: ISPA

[11] YZ plate
Hexagonal socket head bolt M8 25

+ M8 dedicated washer (4 sets)

Parallel pin (2 pcs)

Parallel pin (1 pc)

Hexagonal socket head bolt M8 30
+ flat washer (4 sets)

[Installation of YZ plate [11] on Y1-axis: ISPA]

[Installation of Z1-axis: ISPA on YZ plate [11]]

Z1-axis: ISPA

[12] Track mounting plate

[13] Track support bracket

[1] XY bracket

Y1-axis: ISPA

Hexagonal socket head bolt M4 8 (2 pcs)

Hexagonal socket head bolt M4 16
+ hexagonal nut (2 sets)

Place the M4 hexagonal nut in
the T slot beforehand to secure
the tie-mount in position.

[Installation of track support bracket [13] on XY bracket [1]]

[Installation of track support metal [13] on track mounting plate [12]]

[Installation of track mounting bracket 2 [14] on YZ plate [11]]

[Installation of connector box [16] on track mounting bracket 2 [14]]

[16] Connector box

[14] Track mounting bracket 2

Y1-axis: ISPA

[11] YZ plate

Z1-axis: ISPA

Hexagonal socket head bolt M6 15 (2 pcs)

Hexagonal socket head bolt
M4 5 (2 pcs)

[15] Cable track 2

[14] Track mounting bracket 2

[16]
Connector box

[16] Connector box

Z1-axis: ISA, etc.

[13] Track support bracket
[1] XY bracket

[18] Joint cover

[8] Grommet with film

[17] Box cover

Hexagonal socket head bolt M4 8 (2 pcs)

Hexagonal socket head bolt
M3 12 (8 pcs)

Hexagonal
socket head

bolt M4 12

Hexagonal socket head bolt
M4 12

+ hexagonal nut (2 sets)

Cable connector connection

Connector joint for
ISPA M cable and
PG cable (LS cable)

[Installation of box cover [17] on connector box [16]]

[Installation of cable track 2 [15] on track mounting bracket 2 [14]]

[Installation of cable track 2 [15] on XY bracket [1]]

[Installation of cable track 2 [15] on track support bracket [13]]

4

7

5 6
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Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 25 M8 25mm 306kgf cm/2997N cm

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

Hexagonal socket head bolt Tightening torque

M4 12mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 12mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M3 12mm 5.51kgf cm/54N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 16mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M6 15mm 126kgf cm/1234N cm

Hexagonal socket head bolt Tightening torque

M4 5mm 18.0kgf cm/176N cm

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Base Mount
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Connector connection of cable inside cable track and controller-actuator cable
Installation of wiring box cover [7]

Make sure the numbers on the
connectors to be connected match.

Y1-axis: ISPA

X-axis: LSA

Cable inside track

[4] Cable track

Controller-actuator cable

Cable wiring diagram

Track mounting bracket

[10] Metal cover

[8] Grommet with film

[6] Wiring box bracket

[7] Wiring box cover Cable inside track

Thin-head bolt M3 4 (6 pcs)

Connector joint for cable inside track
and controller-actuator cable

Detail view of A

Installation of metal cover [10]

[Installation of metal cover [10] on track mounting bracket]

[Installation of wiring box cover [7] on wiring box bracket [6]]

Track mounting bracket

[10] Metal cover

Hexagonal socket head bolt 
M3 3 (4 pcs) Track mounting bracket

[8] Grommet with film

[5] Connector 
     cover

Track mounting bracket

Detail view of A

Connector connection of ISPA, NS cable and cable inside track

8
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Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Hexagonal socket head bolt Tightening torque

M3 5mm 15.8kgf cm/154N cm

Thin-head bolt

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Caution:
The cables for X-axis slider on Y1-axis side 
(axis 1), Y1-axis (axis 2), Z1-axis (axis 3), 
X-axis slider on Y2-axis side (axis 4), 
Y2-axis (axis 5) and Z2-axis (axis 6) 
are placed in tracks.
Install each cable correctly.
[Cable markings]
 X-axis slider on Y1-axis side (axis 1): 1
 Y1-axis (axis 2)
 Z1-axis (axis 3)
 X-axis slider on Y2-axis side (axis 4): 4
 Y2-axis (axis 5)
 Z2-axis (axis 6)

: 2
: 3

: 5
: 6

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Thin-head bolt

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Hexagonal socket head bolt Tightening torque

M3 3mm 15.8kgf cm/154N cm

[Installation of tie-mount on track mounting bracket] [Installation of connector cover [5] on track mounting bracket]

Y1-axis:
Connector joint for
ISPA M cable and
PG cable (LS cable)

Y-axis actuator cable

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Base Mount

Put the X-axis motor and encoder cables 
into the box through the opening.

Cable Connector Joints

Cable Tie Mount MB1 
(Manufacturer: HellermannTyton) 

+ M3 hex socket flat head cap screw 
 5 pcs (1 set)

X-axis motor and encoder 
cables.
Guide the cables to the 
other side through the hole

* Affix cables using Insulok.

X axis: Joint of the motor 
and encoder cables on 
LSA side and the cable 
connectors coming out of 
the X-axis cable track 
(on the back side) Make a cut in the film on the grommet to put 

through the cables, and then attach it to 
the track mounting bracket.

Make a cross cut.
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Z1-axis cables X-axis, Y1-axis, Z1-axis cables

Z1-axis cables

Secure the cables using wraps.

Secure the cables using wraps.

[13] Track support bracket

[14] Track mounting bracket 2

[1] XY bracket

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt M4 6 (2 sets)

Tie-mount KR5G5
(by HellermannTyton)

+ hexagonal socket head button bolt
M4 6 (1 set)
Install in the T slot of the Y-axis.

[Installation of tie-mount in track mounting bracket 2 [14]]
[Installation of tie-mount on track support bracket [13]]

[Installation of tie-mount in T slot of Y1-axis: ISPA]

X-axis, Y1-axis cables

X-axis: LSA

Track mounting bracket

[3] Guide rail

Tie-mount KR5G5 
(by HellermannTyton)

+ hexagonal socket head bolt 
M4 6 (1 set)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head bolt M4 6

+ hexagonal nut (1 set)

[Installation of tie-mount on track mounting bracket]
[Installation of tie-mount in T slot of guide rail [3]]

X-axis: LSA

Secure the cables using wraps.

Secure the cables using wraps.

GMM07-071 4/4Drawing No.
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Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

Tightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button boltTightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button bolt

Caution: Secure the wires to prevent the cables and connectors
from contacting each axis when the axis is moved over its
entire stroke.
When manually moving the actuator with brake, connect
the controller, supply the power, and then release the brake
release switch (by turning the switch to the RLS side).

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Base Mount



 Caution:   Although each part has been chamfered to remove sharp edges, exercise due caution during 
the assembly to prevent injury. If necessary, wear gloves or other protective gears.

   Exercise due caution during the assembly to prevent pinching of hands and fi ngers. ICSPA6-B2L1HS3M
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Hexagonal bolt M8 40
+ high-tension washer

(4 sets)

Parallel pin (1 pc or 2 pcs)

Hexagonal socket head bolt M8 30
+ high-tension washer (4 sets)

Parallel pin (2 pcs)

Y1-axis: ISPA

[1] XY bracket

X-axis: LSA
X-axis base, reamed-hole side

[Tools] Allen wrench, spanner wrench

Assembly of Y1-axis side

[Installation of X-axis: LSA on XY bracket [1]] [Installation of Y1-axis: ISPA on XY bracket [1]]

Note: To ensure squareness between the X-axis and Y-axis, insert one parallel pin.
Adjust the angle between the X-axis and Y-axis to the right angle, and then
mount the hexagonal bolts.

Parallel pin Hexagonal bolt Tightening torque

6h7 15 M8 40mm 306kgf cm/2997N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 30mm 306kgf cm/2997N cm

Hexagonal socket head bolt M4 10 (2 pcs)

Hexagonal socket head bolt M4 10 (2 pcs)

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Hexagonal socket head bolt M4 10
+ hexagonal nut (2 sets)

Y2-axis: ISPA
X-axis: LSA

Y1-axis: ISPA

Track mounting bracket

[3] Guide rail

[4] Cable track 1

[4] Cable track 1

[3] Guide rail Track mounting bracket

Tightening torqueHexagonal socket head bolt

[Installation of cable track 1 [4] on track mounting bracket]
[Installation of guide rail for cable track 1 [4] in T-slot]

M4 10mm 36.7kgf cm/359N cm

In this assembly procedure, the controller-actuator cable is
taken out from the wiring box in the direction shown above.
The cable can also be taken out in the directions shown below.

Wiring box

Y1-axis: ISPA

X-axis: LSA

Y2-axis: ISPA

[1] XY bracket

X1-axis slider side
(base, reamed-hole side)

X2-axis slider side
(base, slotted-hole side)

[2] XY bracket
(different direction)

* The direction is different on the Y2-axis side. 
Assemble the parts by referring to 
the Y1-axis side.

[4] Cable track 1

[3] Guide rail 

[4] Cable track 1

[6] Wiring box bracket 

[3] Guide rail

Affixing positions of guide rail [3], cable track 1 [4] and wiring box bracket [6]

Caution: The cables for Y1-axis side (axes 1, 2 and 3) and Y2-axis side
(axes 4, 5 and 6) are placed in tracks. Install each cable correctly.
[Cable markings]
 Y1-axis side (axes 1, 2 and 3): 

 Y2-axis side (axes 4, 5 and 6): 

1-M, PG, (LS), 2-M, PG, (LS), 
3-M, PG, (LS)
4-M, PG, (LS), 5-M, PG, (LS), 
6-M, PG, (LS)

Flange socket
(hexagonal socket head type)

M4 10
+ hexagonal nut (3 sets)

Hexagonal socket head bolt M4 6
+ hexagonal nut (2 sets)

Flange socket (hexagonal socket head type) M4 10
+ hexagonal nut (3 sets)

Y1-axis: ISPA

Y2-axis: ISPA

X-axis: LSA

[8] Grommet with film

[3] Guide rail

[6] Wiring box bracket

[3] Guide rail

[9] Controller-actuator cable with
     cable fix cap (for axis 4, 5 or 6)

[9] Controller-actuator cable with
     cable fix cap (for axis 1, 2 or 3)

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Slider Mount

Track mounting bracket
(Already attached to LSA)

Track mounting bracket
(Already attached before delivery)

Attach to the upper T-slot.

Align the guide rail [3] surface with the end 
face of the base. (Same on the other side)

Affix the wiring box bracket [6] using the holes 
on the inner side, and use the upper T-slot.

[Installation of guide rail [3] in the upper T slot on X-axis: LSA side]

 [Installation of wiring box bracket [6] in the upper T slot on X-axis: LSA side]

Hexagonal socket head bolt

M4 6mm 18.0kgf cm/176N cm

Hexagonal socket head bolt

Flange socket (hexagonal socket head type) Hexagonal socket head bolt

M4 10mm 18.0kgf cm/176N cm
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[1] XY bracket

Y1-axis: ISPA

[11] YZ bracket

Z1-axis: ISPA

Parallel pin (2 pcs)

Parallel pin (2 pcs)

Hexagonal bolt M8 35
+ flat washer (4 sets)

Hexagonal socket head bolt M8 40
(4 pcs)

[Installation of YZ bracket [11] on Y1-axis: ISPA]

[Installation of Z1-axis: ISPA on YZ bracket [11]]

Z1-axis: ISPA[13] Track support bracket

[12] Track mounting plate

Y1-axis: ISPA

[14] Track mounting bracket 2

[11] YZ bracket

[1] XY bracket 

Hexagonal socket head bolt 
M6 12 (2 pcs)Hexagonal socket head bolt 

M4 8 (2 pcs)

Hexagonal socket head bolt M4 16
+ hexagonal nut (2 sets)

Place the M4 hexagonal nut (1 pc) in the T slot
beforehand to secure the tie-mount in position.

[Installation of track support bracket [13] on XY bracket [1]]

[Installation of track support bracket [13] and track mounting plate [12] on Y1-axis: ISPA]

[Installation of cable track 1 [4] on track support bracket [13]]

[Installation of cable track 1 [4] on XY bracket [1]]

[Installation of cable track 1 [4] on track mounting bracket 2 [14]]

[Installation of cable track 2 [16] on track mounting bracket 3 [15]]

[Installation of cable track 2 [16] on track mounting bracket 2 [14]]

[Installation of track mounting bracket 2 [14] on YZ bracket [11]] [Installation of track mounting bracket 3 [15] on Z1-axis: ISPA]

[15] Track mounting bracket 3

Hexagonal socket head bolt 
M8 15 (2 pcs)

Z1-axis: ISPA

[4] Cable track 1

Hexagonal socket head bolt M4 8 (2 pcs)

Hexagonal socket head bolt M4 12
+ hexagonal nut (2 sets)

Hexagonal socket head bolt M4 12 (2 pcs)
Hexagonal socket head bolt M4 8 (2 pcs)

Hexagonal socket head bolt M4 8 (2 pcs)

Z1-axis: ISPA

Y1-axis: ISPA

[1] XY bracket

[13] Track support bracket

[14] Track mounting bracket 2

[15] Track mounting bracket 3

[16] Cable track 2

4
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* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

Parallel pin Tightening torque

8h7 18 M8 35mm 117kgf cm/1148N cm

Parallel pin Hexagonal socket
head bolt Tightening torque

8h7 18 M8 40mm 306kgf cm/2997N cm

Hexagonal bolt

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

Hexagonal socket head bolt Tightening torque

M4 12mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 12mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

Hexagonal socket head bolt Tightening torque

M8 15mm 306kgf cm/2997N cm

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

Hexagonal socket head bolt Tightening torque

M6 12mm 126kgf cm/1234N cm

Hexagonal socket head bolt Tightening torque

M4 8mm 36.7kgf cm/359N cm

Hexagonal socket head bolt Tightening torque

M4 16mm 36.7kgf cm/359N cm

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Slider Mount
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[Installation of tie-mount on track mounting bracket] [Installation of connector cover [5] on track mounting bracket]

Y1-axis:
Connector joint for
ISPA M cable and
PG cable (LS cable)

Y-axis actuator cable

8
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Y1-axis: ISPA

X-axis: LSA

Cable inside track

[4] Cable track

Controller-actuator cable

Cable wiring diagram

Track mounting bracket

[10] Metal cover

Detail view of A

Installation of metal cover [10]

[Installation of metal cover [10] on track mounting bracket]

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Thin-head bolt

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Connector connection of cable inside cable track and controller-actuator cable
Installation of wiring box cover [7]

Make sure the numbers on the
connectors to be connected match.

[8] Grommet with film

[6] Wiring box bracket

[7] Wiring box cover Cable inside track

Thin-head bolt M3 4 (6 pcs)

Connector joint for cable inside track
and controller-actuator cable

[Installation of wiring box cover [7] on wiring box bracket [6]]

Tightening torque

M3 4mm 7.12kgf cm/69.8N cm

Thin-head bolt

Caution: Since the hexagonal holes in thin-head bolts are small,
the hexagonal holes may be damaged depending on the
tightening method. Exercise due caution when tightening
thin-head bolts.

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Caution:
The cables for X-axis slider on Y1-axis side 
(axis 1), Y1-axis (axis 2), Z1-axis (axis 3), 
X-axis slider on Y2-axis side (axis 4), 
Y2-axis (axis 5) and Z2-axis (axis 6) 
are placed in tracks.
Install each cable correctly.
[Cable markings]
 X-axis slider on Y1-axis side (axis 1): 1
 Y1-axis (axis 2)
 Z1-axis (axis 3)
 X-axis slider on Y2-axis side (axis 4): 4
 Y2-axis (axis 5)
 Z2-axis (axis 6)

: 2
: 3

: 5
: 6

Hexagonal socket head bolt 
M3 3 (4 pcs) Track mounting bracket

[8] Grommet with film

[5] Connector 
     cover

Track mounting bracket

Detail view of A

Connector connection of ISPA, NS cable and cable inside track

Track mounting bracket

[10] Metal cover

Hexagonal socket head bolt Tightening torque

M3 5mm 15.8kgf cm/154N cm

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Hexagonal socket head bolt Tightening torque

M3 3mm 15.8kgf cm/154N cm

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Slider Mount

Put the X-axis motor and encoder cables 
into the box through the opening.

Cable Connector Joints

Cable Tie Mount MB1 
(Manufacturer: HellermannTyton) 

+ M3 hex socket flat head cap screw 
 5 pcs (1 set)

X-axis motor and encoder 
cables.
Guide the cables to the 
other side through the hole

* Affix cables using Insulok.

X axis: Joint of the motor 
and encoder cables on 
LSA side and the cable 
connectors coming out of 
the X-axis cable track 
(on the back side) Make a cut in the film on the grommet to put 

through the cables, and then attach it to 
the track mounting bracket.

Make a cross cut.
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[15] Track mounting bracket 3

[18] Box cover

[17] Connector box

[8] Grommet with film

[19] Joint cover

KR5G5 tie-mount (by HellermannTyton)
+ hexagonal socket head button bolt M4 4 (2 sets)

Hexagonal socket head bolt M4 6
+ hexagonal nut (2 sets)

Hexagonal socket head bolt 
M3 12 (8 pcs)

Z1-axis: ISPA
(by HellermannTyton)

Connector joint for
ISPA M cable and
PG cable (LS cable)

[14] Track mounting bracket 2

[13] Track support bracket

[1] XY bracket

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt M4 4 (1 set)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt M4 6 (1 set)

KR5G5 tie-mount
(by HellermannTyton)

+ hexagonal socket head
button bolt M4 4 (2 sets)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head button bolt M4 6 (1 set)

Y1-axis: ISPA

Install in the T slot of the Y-axis.

Install on the back side.

[Installation of tie-mount on track support bracket [13]]
[Installation of tie-mount in T slot of Y1-axis: ISPA][Installation of tie-mount on track mounting bracket 2 [14]]

[Installation of tie-mount on track mounting bracket 3 [15]]

[Installation of connector box [17] on Z1-axis: ISPA]

[Installation of box cover [18] on connector box [17]]

Z1-axis cables X-axis, Y1-axis, Z1-axis cables

Z1-axis cables

Z1-axis: ISPA
[15] Track mounting bracket 3

Secure the cables using wraps.

Secure the cables using wraps.

Wire the cable in a manner
preventing contact with the Z-axis.

Secure the cables using wraps.

Y1-axis: ISPA
[1] XY bracket

Secure the cables using wraps.

Secure the cables using wraps.

[14] Track mounting bracket 2

[13] Track support bracket

X-axis: LSA

Secure the cables using wraps.

Secure the cables using wraps.

GMM07-072 4/4Drawing No.
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Assemble the Y2-axis side by referring
to the Y1-axis side.

*

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

Caution: Secure the wires to prevent the cables and connectors
from contacting each axis when the axis is moved over its
entire stroke.
When manually moving the actuator with brake, connect
the controller, supply the power, and then release the brake
release switch (by turning the switch to the RLS side).

X-axis, Y1-axis cables

X-axis: LSA

Track mounting bracket

[3] Guide rail

Tie-mount KR5G5 
(by HellermannTyton)

+ hexagonal socket head bolt 
M4 6 (1 set)

Tie-mount KR5G5 (by HellermannTyton)
+ hexagonal socket head bolt M4 6

+ hexagonal nut (1 set)

[Installation of tie-mount on track mounting bracket]
[Installation of tie-mount in T slot of guide rail [3]]

Assemble the Y2-axis side by referring
to the Y1-axis side.

*

Tightening torque

M4 6mm 11.7kgf cm/114N cm

Hexagonal socket head button bolt

Tightening torqueHexagonal socket head button bolt

M4 4mm 11.7kgf cm/114N cm

Tightening torqueHexagonal socket head button bolt

M4 4mm 11.7kgf cm/114N cm

Tightening torqueHexagonal socket head button bolt

M4 6mm 11.7kgf cm/114N cm

Tightening torqueHexagonal socket head bolt

M3 12mm 5.51kgf cm/54N cm

Tightening torqueHexagonal socket head bolt

M4 6mm 18.0kgf cm/176N cm

* The direction is different on the Z2-axis side.
Assemble the parts by referring to the Z1-axis side.

X-axis Linear Servo Type Cartesian Robot – High-precision 6-axis Specification,
Z Slider Mount



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 200
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 200
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /SyntheticBoldness 1.000000
  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.276 841.890]
>> setpagedevice


