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RC PC Interface Software
First Step Guide Seventh Edition

Thank you for purchasing our product.

Make sure to read the Safety Guide and detailed Instruction Manual (CD/DVD) included with the product in addition to
this First Step Guide to ensure correct use.

This Instruction Manual is original.

& Warning : Operation of this equipment requires detailed installation and operation instructions which are
provided on the CD/DVD Manual included in the box this device was packaged in. It should be
retained with this device at all times.

A hard copy of Manual can be requested by contacting your nearest IAl Sales Office listed at
the back cover of the Instruction Manual or on the First Step Guide.

* Using or copying all or part of this Instruction Manual without permission is prohibited.
* The company names, names of products and trademarks of each company shown in the sentences are registered
trademarks.

Inspect the Products

Standard build of this product consists of following components. In the event of wrong
components, please contact one of our offices or your distributor.

1. Components

1.1 Model RCM-101-MW
Applicable controllers :
RCP, RCS, E-Con, RCP2, ERC, ERC2, ERC3, PCON, ACON, SCON-C, SCON-CA,
ROBONET, ASEP, PSEP, DSEP and MSEP

No. Description Model Remarks

PC interface Software CD-ROM

External device link cable

RS232C Conversion adapter

First Step Guide

Operation Manual (CD/DVD)

Safety Guide

Customer Registration Card

CB-RCA-SIO050
RCB-CV-MW

N[O |WIN|=

1.2 Model RCM-101-USB
Applicable controllers :
RCP, RCS, E-Con, RCP2, ERC, ERC2, ERC3, PCON, ACON, SCON-C, SCON-CA,
ROBONET, ASEP, PSEP, DSEP and MSEP

No. Description Model Remarks

1 PC interface Software CD-ROM
2 External device link cable CB-RCA-SIO050
3 USB Conversion Adapter RCB-CV-USB
4 USB cable CB-SEL-USB030
5 First Step Guide
6 Operation Manual (CD/DVD)
7 Safety Guide
8 Customer Registration Card
2. Operation manual of this product recorded on CD/DVD
No. Name Control No.
Operation Manual of PC interface software RCM-101-MW
' |and RCM-101-USB ME0155

Software License Agreement

Before opening this product, read the software license agreement (hereinafter referred to as
“Agreement”).

This Agreement applies to the PC software that comes with this product (hereinafter
referred to “Software”).

By using this software, you are deemed to have agreed to the terms of this Agreement. You
may not use this software if you do not agree to the terms of this Agreement.

If you do not agree to the terms of this Agreement, please return your product in the original,
unused condition, and IAl will refund the price you paid for the product.

IAl Corporation (hereinafter referred to as “IAl”) shall grant to the user (hereinafter referred
to as “the User”), and the User shall accept, a non-transferable, non-exclusive right to use
the software program supplied with this Agreement (hereinafter referred to as “the
Licensed Software”), based on the following terms and conditions.

Witnesseth

1. Term of Agreement

This Agreement shall take effect when the User opens this software and remain effective
and in force until this Agreement is terminated upon a written request made by the User to
1Al or pursuant to the provision of Section 3.

2. Right of Use

The User may use this software on a computer on the condition that an external equipment
communication cable manufactured and sold by IAl (hereinafter referred to as “Dedicated
Connection Cable”) is used. The User or a third party may use this software on multiple
computers on the condition of using dedicated connection cables.

3. Termination of Agreement

If the User violates any of the provisions specified in this Agreement or any material reason
arises that makes continuation of this Agreement difficult, IAl may terminate this Agreement
immediately without serving any notice.

If this Agreement is terminated, the User shall destroy this software, dedicated connection
cable or cables, and all copies of this software, within ten (10) days from the date of
termination of this Agreement.

4. Scope of Protection

IAl may change any and all specifications regarding this software without prior notice. 1Al
shall also provide no warranty in connection with this software.

Neither the User nor any third party may demand compensation for any loss suffered by
the User or third party as a result of use of this software by the User or third party.

@ The copy right of this software belongs to IAl Corporation.

@ The software and the manual can only be used upon the software license agreement.

@ It shall be accepted that we are not responsible for the results or the consequential
damages of the use of the software and the manual.

@ Please note the version code (ver.) of First Step Guide and Operation Manual (the
manual on CD/DVD) and that for software do not match.

® The contents of First Step Guide and Operation Manual (the manual on CD/DVD) may
be revised in the future without notice.

Hardware requirements

To run this software the system must meet following requirements.

OS on which the software can run
Windows2000 SP4 or later,
Windows XP SP2 or later
Windows Vista*z, Windows 772
Windows2000 SP4 or later,
Windows XP SP2 or later”!
Windows Vista2, Windows 72
*1 Compatible with version V 7.00.00.00 or later.
*2 Compatible with version V 9.00.00.00 or later.
Applicable for 32 bit and 64 bit versions of the OS.

Compatible OS Model
RCM-101-MW

RCM-101-USB

Computer The personal computers which run on compatible OS (Windows).

Key board The key boards which are compatible with personal computer
running on compatible OS (Windows).

Memory Capacity must be equivalent to the memory capacity to run the
compatible OS (Windows).

Display XGA or higher

Pointing device Mouse, etc. and the compatible drivers

Memory media reading drive | CD-ROM drive

Hard disk Hard disk with 20MB or more free space

(To run this software it must be installed on the hard disk.)
Serial port RS232C Necessary following types of PC use software
(Compatible with EIA-S74) Model : RCM-101-MW

USB port Necessary following types of PC use software

Model : RCM-101-USB

Hardware requirements

@ Place the installation CD ROM into the CD ROM drive.

(@ The screen displays an interface to select which software to install.
Select one from “RC PC interface software Japanese version”, “RC PC interface software
English version” and “RC PC interface software EU version”, and click the button.
(Depending on the version, some items may not be displayed.)

Tool for installation ¥1.0.5.0 x|

Select the installed data.

FC Interface Software for RC(ENG) |

PC Interface Saftware for RC(ELUR) | Browse CD |

USB conversion adaptor | Exit |

Install data selection screen
(The display will vary according to the version and the data on CD.)

2 What to do when data for installation selection screen is not displayed
If the data for installation selection screen is not displayed when the CD-ROM is inserted,
follow the procedure below.

a. View the list of folders, etc. on the CD-ROM using explorer.
Folders on the CD-ROM are displayed.

E3 @ =

ALUTORUN,INF 1AI_Install.... DATA

b. Double click @}il‘"”“‘ , then the installation data selection table is shown on the
screen.

@ Then you are asked whether any old version is installed.
Press "Yes (Y)", if any old version is not installed.
Press "No (N)”, if any old version is installed.
Then installation is aborted. Click “Add or remove programs” on Control Panel and uninstall
the software.

PC Interface Software for RC{ENG) i _X]

(i) Uninstall the previous version before installing new version if the previous version is installed.

Is continued the installation.
‘Yes Mo |

Check screen for old version

If installation of any old version is detected even if “Yes (Y)” was selected, the “old version
detection screen" is displayed. Uninstall the old version following the commands, and then
install this software.

windows Installer | X

f, Another version of this product is already installed.
. Installation of this version cannat continue. To
configure or remove the existing version of this product,
uze Add/Remove Programs on the Contral Panel.

Old version detection screen



@ |Installation screen for PC use software for RC is displayed. Installation completed screen is displayed on completion of installation. @ If there is “IAl USB” (copy data) folder at the destination, you are asked whether to

Click [Next]. overwrite.
InstallShield Wizard x| . . . “ ” H “ ” H
B Pt tcevince somare e nc ehie . R = Instalticd wizard Compoted If it may be overwritten, click “OK”, but click “Cancel” to stop copying.
‘Welcome to the InstallShield Wizard for PC
Interface Software for RC ‘The Instalshield Wizard Installed PC Interface
Software for X SEL. G e wizard USB conversion adaptor 1'

The Instalishield(R) Wizard wil instal PC Interface Software for
RC on your computer. To contiue, cick Neit.
% Launchtheprogram

-
@ Data already exists. Do you overwrite?

Cancel |

Overwrite check screen

WARNING; This programis protected by copyright law and
internationaltreaties.

e ]| e

Installation completed

s L= ® Completion screen is displayed.

USB conversion adaptor WA |

@ When the installation is complete, Program (P)—IAl—RoboCylinder—RC use software is

Installation screen displayed on the start menu. Select the item and start up this software.

® User data registration screen is displayed, then click [Next]. Remove CD-ROM. _ o @ Complets
X If installation is completed with old version still installed, 2 types of shortcuts may be
created with Program (P)—IAl—-RoboCylinder. Then on uninstall of program only the

shortcut for current version only is removed. Manually remove old version shortcut by right
click old version shortcut (PC interface software for RC&E-Con), then left click “remove”.

E— \
Pensesoae o omate
e tome:

Organization:
[

Completion screen

® On completion screen click OK. The completion screen disappears.
Then click “Cancel” on copy destination specification screen. Copy destination
specification screen disappears.
Finally click Exit on data selection screen. Data selection screen disappears.

Insealtis appication for:
@ anyone who uses tis computer (l users)
 Onlyfor me (HTO72)

Instalshild

<ok [ wet> ]| cone

User data registration screen @ Remove CD-ROM.

Removing old version shortcut screen
® Specify the install destination of PC interface software for RC. Then insert USB conversion adapter (RCB-CV-USB) into a USB port of the PC.

Normally there is no need to change what is displayed. After specifying the destination click

[Next].

12 PC Inerface Software for RC - Instalshiekd Wizerd 3 ]

Destination Folder \
okder, or chk @

Instal PC Interfce Software or RCto:

(3 Kiprogram et Corpraiontpit e

e o |

Specify install destination folder.

@ Preparation for installation is complete. Click [Install] to start install procedure.

i3 PC Interface Software for RT - Installshield Wizard

Ready to Install the Program \
The waards ready to begnstalation.

exk the wizard.
Current Settigs:
setup Type:

Typcal
Destinaton Folder:

KilProgram FleslIAl CorporatoniRepel
User InFormaton:

Name: LKHTO72

Comoany: 1AL

BTSN T |

Preparation of installation

Install progress status screen is displayed during the installation.

1§ PC Interface Software for X-SEL - InstallShield Wizs =10 ]!
[ ———————— -
The program festures you selected are being instaled.
g
5P X-SEL. This may take several minutes.
Status:
Removing es

Progress of installation

Install USB driver softwar

To use following PC use software install USB conversion ad
[Applicable software]
-RCM-101-USB

apter driver software.

@ Insert CD-ROM with this software on CD-ROM drive.

@ The screen displays selection table of the data to be
Click “USB conversion adapter”.

Tool for installation ¥1.0.5.0 F

Select the installed data.

PC Interface Software for RCENG)

PC Interface Software for RC(EUR) | Browse CD

installed.

x|

| Exit

Install data selection screen

(The display will vary according to the data on CD.)

®@ You are asked for the driver install destination. Click *
change.

‘Copy” if there is no necessity to

To change enter manually or click “browse” and specify the copy destination folder.

On browse copy destination screen click and select the folder you want to copy to and
click “OK”. When “OK” is clicked, the browse copy destination screen disappears and
the path of the selected folder is displayed on the copy destination specification screen.

USB conversion adaptor x|

Set the folde of the copy destination.

|ﬁ

Copy Cancel Browse

Copy destination specifying screen

Copy destination folder browse screen

© Windows will open the “Found New Hardware Wizard”.
Click Next (N)>

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install a device driver for a
hardware device.

To continue, click Next

< Back Cancel

Found New Hardware Wizard Window

The driver search select window will open.
Check the “Search for a suitable driver for my device(recommended)”
Click Next (N)>

Found New Hardware Wizard 3

Install Hardware Device Drivers
4 device diiver s a software program that enables a hardware device to work with
an operating system

This wizard will complete the instalation for this device:
@ CP2102 USB to UART Bridge Controller

A device driver is that makes a fice work. Windows
needs driver files for your new device. To locate driver files and complete the
installation click Next.

‘What do you want the wizard to do?
& Search for a sitable driver for my device (recommended)
L ?‘RD‘A}' alist of the known drivers for this device so that | can choose a specific
iver

< Back Next > Cancel

Driver Search Select Window



@ The locate driver files window will open.
Select “Specify a location”.
Click Next (N)>

Locate Driver Files
‘Where do you want Windows to search for driver files?

Seach for diiver files for the following hardware device:

@ CP2102 USB to UART Bridge Contraller

The wizard searches for suitable diivers in s diiver database on your computer and in
any of the fallawiing optional search locations that you specify.

To start the search, click Next. |f you are searching on a floppy disk or CD-ROM diive,
inseit the floppy disk or CD before clicking Net
Oplional search locations:
I™  Fioppy disk diives
I” CD-ROM diives
[V Specify a location
I Micosoft Wiidows Update

< Back I Next > I Cancel

Specify the Locate Driver Files Window

@ The “Copy manufacturer’s Files from:” window will open.
Click “Browse” and find “K:\IAl USB (the folder you have specified in 3 and set it)”

zl
Insert the manufacturer's installation disk into the drive oK. |
g selected, and then click OK.
Cancel |

Copy manufacturer's files from:

JK:MAl USE > | Browse.. |

Specify the Copy Manufacturer’s Files from Window

@ The driver files search results window will open.
Click Next (N)>

Driver Files Search Results
The wizard has finished searching for driver files for your hardware device.

The wizard found a diver for the following device:
@ CP2102 USB to UART Bridge Controller

‘Windows found a driver for this device. To install the driver Windows found, click Next.

= k:\iai usb\iaibus.inf

<Back Newt> Concel |

Driver Files Search Results Window

When the IAl USB Composite Device driver installation finish is displayed, the installation of
the driver is completed.
Click “Finish”.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

\> 1Al USB Composite Device

‘Windows has finished installing the software for this device.

To close this wizard, click Finish.

<Bock [ Fmsh | Concel |

1Al USB Composite Device Installation Finish Window

(Note) COM? number shows the COM port into which the controller is inserted.
COM? number varies for each controller.
COM? number is necessary when a controller is connected. Make sure
to record COM? number on controller, etc.

@ Subsequently, the found new hardware wizard window will open.
Click Next (N) >

[Found New Hardware Wizard

‘Welcome to the Found New
Hardware Wizard

This wizard helps you install a device driver for a
hardware device.

To continue, click Next

gk [CHews ] Cancel

Found New Hardware Wizard Window

The install hardware device drivers window will open.
Select the “Search for a suitable driver for my device recommended”.
Click Next (N) >

[Found New Hardware Wizard

Install Hardware Device Drivers DTS
A device diiver is a software program that enables a hardware device to work with Q’
an operating system. 3

This wizard will complete the installtion fo tis device:
@ CP2102 USB to UART Bridge Controller
C

B i & oo
needs diivr fles for your new device. To locate difver fles and complete the
installation click Next

‘What do you want the wizard to do?

= Bearchor a suitable diive for

€ Displ ‘ean choose a specific
diiver

_cton [ ] _oms

Driver Search Select Window

@ The locate driver files window will open.
Select “Specify a location”.
Click Next (N) >

Locate Driver Files o
‘Where do you want Windows to search for driver files?

Search for driver files for the following hardware device:

(@ CP2102 USB to UART Bridge Controller

The wizard searches for suitable divers in s diiver database on your computer and in
any of the following optional search lacations that you specify.

To start the search, click Nest, If you are searching on a floppy disk of CD-ROM diive,
insertthe floppy disk or CD before clicking Nex
Optional search locations:

I | Floppy disk diives

IV Specify a location
™ Wicrosoft indaws Update

<Back [ New> |  Cancel

Locate Driver Files Window

The copy manufacturer’s files window will open.
Click “Browse” and find “K:\IAI USB (the folder you have specified in [3] of 1.3.3)” and set it.
Click “OK”

|
Insert the manufacturer's installation disk into the drive oK l
selected, and then click OK.
Cancel l

Copy manufacturer's files from:

[k:Alal USE | | Browse.. |

Specify the Copy Manufacturer’s Files from Window

The driver files search results window will open.
Click Next (N)>

Found New Hardware Wizard

Driver Files Search Results
The wizard has finished searching for driver files for your hardware device.

The wizard found a driver for the following device:
@ CP2102USB to UART Biidge Controller

‘Windows found a diiver for this device. To install the diiver Windows found, click Next.

= keiai usbAiaibus.inf

< Back I Next > I Cancel

Driver Files Search Results Window

@ When the IAl USB to UART Bridge Controller driver installation finish window is
displayed, the driver installation is completed.
Click “Finish”.

Completing the Found New
Hardware Wizard

\> 141 USB to UART Bridge Controller

Windows has finished installing the software for this device.

To close this wizard, click Finish.
<Back Cencel |
IAI USB to UART Bridge Controller Installation Finish Window

@ The installation of all drivers is completed.

@ Click “Start” on the Windows taskbar, “Settings”, and then Control Panel to open the
Control panel.
Double-click “System” to open System Properties.
Click the “Hardware” tab in “System”.
Click “Device Manager” in Hardware.
Double-click “Ports (Com & LPT)” in “Device Manager” to expand the folder tree.
If there is “IAl USB to UART Bridge Controller (COM?)” under “Ports (COM & LPT)”
in “Device Manager”, the driver has normally been installed and operated.
(Note) The number added to the end of COM? Becomes the number of the inserted
COM port.

ol
| acton vew ||« = [B@ |2 ||

]--g Batteries

+- [ Computer
[x-& Disk drives
+ S Display adapters

£}-{2) DVDJCD-ROM drives
-2 Floppy disk controllers
-2 IDE ATA/ATAPI controllers
- @3 Keyboards
1% Mice and other pointing devices
&g Modems
- Monitors
& B Network adapters
- PCMCIA adapters
B Ports (COM & LPT)
Y communications Port (COM1)
F ECP Printer Part (LPT1)
F 1A1USE to UART Bridge Controller (COMS)
- Sound, video and game controllers

- System devices
-8 Universal Serial Bus controllers

[
Device Manager Window



Connecting PC and controllers

1. Model: RCM-101-MW

O& -—FH

RS232C
Conversion unit
RCB-CV-MW

2. Model : RCM-101-USB

C) = —

USB cable
CB-SEL-USB030

Applicable
controllers,
PCON, Etc.

Communication
cable
CB-RCA-SIO050

Communication
cable
CB-RCA-SI0050

Start up RC PC interface software

[Start up software]

@ Turn controller and PC off, and connect controller and PC using the standard RS232C
cable supplied with this software or USB cable.
@ Turn on power of controller and PC, and start up Windows.

@ If there is port switch on the controller, turn port switch on and start up this software.

X This software starts on-line mode or off-line mode depending on whether controller and
PC are connected. For those controllers with PORT witch, this software does not turn to
on-line mode if the switch is turned on after the start up. This will turn to on-line mode by
disconnecting and connecting them.

@ Check Connection Axis is displayed, and check connection axis begins.

[For PCON, ACON, SCON, ERC2, ERC3, ROBONET, ASEP,
PSEP, DSEP and MSEP]

In the first start up after software installation, communication set up screen is displayed before
connection axis check.

® After completion of connection axis check, main screen is displayed, and manual
operation mode selection screen is displayed.
Select the operation mode according to the application and press OK.
Hereafter follow the display and input appropriate parameters depending on the
operation purpose.

Manual Operation Mode selection screen

Select manual operation mode from the 4 options below.

- Teach Mode 1(safe speed enabled/PIO start up disabled)
PIO start up disabled: Entry of position data and parameters to controller and command for
actuator operation system are possible.
Safe speed enabled: Regardless the position data speed setting, the maximum speed is
the safe speed set in the parameter.

- Teach Mode 2(safe speed disabled/PIO start up disabled)
PIO start up disabled: Entry of position data and parameters to controller and command for
actuator operation system are possible.
Safe speed disabled: It can be operated at the speed (higher than safe speed) written on
position data speed setting.

- Monitor Mode 1(safe speed enabled/PIO start up enabled)
PIO start up enabled: Only monitor is possible. Entry of position data and parameters to
controller and command for actuator operation system are not possible. Operation
commands (jog or return to original position) are disabled.
Safe speed enabled: Regardless PLC commands, the maximum speed is the safe speed
set in the parameter.

- Monitor Mode 2(safe speed disabled/PIO start up enabled)
PIO start up enabled: Only monitor is possible. Entry of position data and parameters to
controller and command for actuator operation system are not possible. Operation
commands (jog or return to original position) are disabled.
Safe speed disabled: It can be operated at the speed (higher than safe speed) specified by
PLC.

If a warning "The baud rate of PC is not supported” is displayed, and PC can not be
connected with controller, select other baud rate.

- Click main menu setting and select “Application Setting”.

- Change baud rate on “Application Setting” screen.

@®When connected with PCON, ACON, SCON, ERC2 and ROBONET, the setting is Safe
Speed enabled (safe speed limit is valid) at start up of this software. If PC Interface
Software implement position movement (test operation mode), the maximum speed is the
safe speed set in the parameter. To run at speed higher than the safe speed written in
position data safe speed must be disabled (no safe limit). For switching between safe
speed enabled and disabled refer to “3.2 Operation using tool buttons”.

@ Port
Select the serial port for communications with controller from a list.

@ Baud rate
Select communication baud rate from a list.
3 The baud rate selected here is used only in communication between this application
and controller.
It does not affect the communication speed parameters of the controller.
3% If a baud rate is not supported by the port selected in (D, an error occurs in connection
check.

®@ Last axis number
Select the last axis number to be checked in connection axis check.
2% Connection is not checked on the axes higher that that selected now. Make sure to
select an appropriate axis number.

@ Display units on pulse array mode
Select the display units (mm/pulse) for current position indication, etc. for SCON pulse
array mode, PCON-PL/PO and ACON-PL/PO connections.

Enter above settings and click OK button to start connection axis check. (On 2nd start up and

later, connection axis check is done using the settings.)

2 Above settings can be changed on application setting screen. If Cancel button is pressed,
connection axis check is aborted, and the application is closed. (In following start up the
communication setting screen is displayed again.)

Position table

Configure position (coordinates), velocity and acceleration, etc. for position table.
For details please refer to operation manual of the controller used.

[PCON, ACON, SCON-C, ERC2 and ROBONET]

ACC | DCL (Push|LoTh|Pos. band| Zone + | Zone - [ACC/DCL|ABS|Cmnd|Stop
[mm/s]| [G] | [G] | [%1] (%] [mm] [rmm] [rm] mode |INC|Mode|Mode

Comment

[For RCP, RCS, E-Con, RCP2 and ERC]

® At completion of connection axis check, a warning screen is displayed. If OK is clicked,
main screen is displayed.

‘Warning

! : It communicates by Protocal T.

Warning

[ Communication setting at first time start up]
At first time start up after software installation, communication setting screen is displayed.
Settings of communications with controllers are entered.

T —— i x|

*Port oML
*Baudrate (bps) 115200 v

*Last Axis No.

J4 8

Unit of display at pulse-train mode |mm

{The item to which "*" attaches will be effective

after reconnecting or the rehoot.)
Ok X cancel

Communication setting screen

L 50.00/0.30/0.30 [1] 0 0.10 0.00 0.00 0o o o i}
100.00 | 50.00/0.30 0.30 0 0 0.01 0.00 0.00 o o 0 0

[PCON, ACON, SCON-C, SCON-CA, ERC2, ERC3 and ROBONET]
Displayed in Version V8.00.00.00 or later.
(However, PCON-CA, ERC3 corresponds after a Version V8.03.01.00.)

ACC | DCL
1] [G]

LoTh
[%]

Pos.band
[mr]
o

Push
[%]

Zone +
[rum]

Gain
Set

ACC/ DT
mode

Zone -
[rum]

ABS
INC

Wibsup)
No.

stop

Comment
Mode

200.00 600.000.900.90 0 0 0.10 50.00 0.00 [ 0 0 0

Position| speed | acc [push|pos. band|max ACClABSI e
[rm/s]| [G] | [%] [rara ] flag |[INC
1250.30 O 0.10 00
145.00  1250.30 O 0.10 o0
70.00  1250.30 O 0.10 o0

[ASEP, PSEP, DSEP and MSEP]
The setting items are different according to operation pattern.
(DSEP corresponds after a Version V8.04.00.00.)
(MSEP corresponds after a Version VV9.01.00.00.)

ACC | DCL
[c] | [G]

PushPower,
[%]

Position
[ram]

PushBand
[ram]

Speed
[mm/s]

Energy-saving
Mode

Position Name

Comment

Backward Position 0.00 200.00 0 0.10/0.200.20 1

Forward Position 1) 0.100.200.20 0
Intermediate Position 0.00 100.00 1] 0.100.200.20 1]



Before asking questions

When connection is not possible, check following.

Problem Solution
Can not communicate with the Please check that the connection cable connectors between
controller. PC and controller are securely fitted.

Select “Setting”—"Application setting screen” and open
“Application screen”.

On “Application setting screen”, make sure that
communication port settings are correct.

Correct errors on communication port, if any.

Microsoft, MS, Windows98, Windows98SE, Windows Me, Windows2000 Windows XP Windows Vista and
Windows 7 are registered trademarks of Microsoft Corporation, U.S.A

1A1

Quality and Innovation

IA I Corporation

Head Office: 577-1 Obane Shimizu-KU Shizuoka City Shizuoka 424-0103, Japan
TEL +81-54-364-5105 FAX +81-54-364-2589
website: www.iai-robot.co.jp/

Technical Support available in USA, Europe and China

1Al America, Inc.

Head Office: 2690 W. 237th Street, Torrance, CA 90505
TEL (310) 891-6015 FAX (310) 891-0815
Chicago Office: 1261 Hamilton Parkway, ltasca, IL 60143
TEL (630) 467-9900 FAX (630) 467-9912
Atlanta Office: 1220 Kennestone Circle, Suite 108, Marietta, GA 30066
TEL (678) 354-9470 FAX (678) 354-9471
website: www.intelligentactuator.com

1Al Industrieroboter GmbH

Ober der Ro6th 4, D-65824 Schwalbach am Taunus, Germany
TEL 06196-88950 FAX 06196-889524

1Al (Shanghai) Co.,Ltd.

SHANGHAI JIAHUA BUSINESS CENTER A8-303, 808, Honggiao Rd. Shanghai 200030, China
TEL 021-6448-4753 FAX 021-6448-3992
website: www.iai-robot.com

Manual No.: ME0241-7A
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